G
CERTIFICATE

The TUV CERT Certification Body
for QM Systems of RWTUV Systems GmbH

hereby certifies in accordance with TUV CERT
procedure that

ELITEGROUP COMPUTER SYSTEMS CO., LTD.
ECS MANUFACTURING (SHENZHEN) CO., LTD.
ELITE TECHNOLOGY (SHENZHEN) CO., LTD.

2F, No. 240, Sec. 1, Nel Hu Road, Talpel, Taiwan 114
No. 22, Alley 38, Lane %1, Sec. 1, Nei Hu Road, Taipel, Talwan 114
No. 20 & No, 26, Free Trade Zone, Shatoujlao, Shenzhen City, GuangDong Province, China

has established and applies a quality system for

Design, Manufacturing and Sales of Mainboards,
Personal Computers, Notebooks and Peripheral Cards

An audit was performed, Report No.  2.5-1585/2000
Proof has been furnished that the requirements according to
1S0 9001 : 2000 / EN 1S0 9001 : 2000 / JIS Q 9001 : 2000 / ANSI/ASQC Q9001 : 2000
are fulfilled. The certificate is valid until 27 January 2007
Certificate Registration No. 04100 2000 1325
The company has been certified since 2000

Essen, 04.03.2004 l\
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1ISO14001
CERTIFICATE

Certificate No.: 061-04-E1-0065-R1-L

We hereby cerlify that

ECS MANUFACTURING (SHANZHEN) CO., LTD.

by reason of its

Environmental Management System
has been awarded this cerlificate for
compliance with the standard
S014001:1996
The Environmental Management System
applies in the following area:

ECS MANUFACTURING (SHANZHEN) CO., LTD.
located at No. 20 & 26 (except 1F, 2F), Free Trade Zone,
Shatuojiao, Shenzhen City, Guangdong Province, P. R. China.
is engaged in manufacturing of Mother Board and Peripheral Card,
and interrelated managerial activities.

Date of issue: 28th Sept. 2004

Date of expiry: 27th Sept. 2007

Signed by: %}% %

SHENZHEN SOUTHERN CERTIFICATION CO., LTD.
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Motherboard User’s Guide

This publication, including photographs, illustrations and software, is under the
protection of international copyright laws, with all rights reserved. Neither this
user’s guide, nor any of the material contained herein, may be reproduced
without the express written consent of the manufacturer.

The information in this document is subject to change without notice. The
manufacturer makes no representations or warranties with respect to the
contents hereof and specifically disclaims any implied warranties of merchant-
ability or fitness for any particular purpose. Further, the manufacturer reserves
the right to revise this publication and to make changes from time to time in the
content hereof without obligation of the manufacturer to notify any person of
such revision or changes.

Trademarks

IBM, VGA, and PS/2 are registered trademarks of International Business
Machines.

Intel, Pentium/11/111, Pentium 4, Celeron D, Pentium D and MMX are registered
trademarks of Intel Corporation.

Microsoft, MS-DOS and Windows 98SE/ME/2000/XP are registered trademarks
of Microsoft Corporation.

AMl is a trademark of American Megatrends Inc.

It has been acknowledged that other brands or product names in this manual are
trademarks or the properties of their respective owners.

Static Electricity Precautions

1. Don’t take this motherboard and components out of their original static-
proof package until you are ready to install them.

2. While installing, please wear a grounded wrist strap if possible. If you
don’t have a wrist strap, discharge static electricity by touching the bare
metal of the system chassis.

3. Carefully hold this motherboard by its edges. Do not touch those
components unless it is absolutely necessary. Put this motherboard on
the top of static-protection package with component side facing up
while installing.

Pre-Installation Inspection
1. Inspect this motherboard whether there are any damages to components
and connectors on the board.
2. If you suspect this motherboard has been damaged, do not connect
power to the system. Contact your motherboard vendor about those
damages.

Copyright © 2006

All Rights Reserved
P29G Series, V1.0

June 2006
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Notice:

Owing to Microsoft’s certifying schedule is various to every supplier, we might
have some drivers not certified yet by Microsoft. Therefore, it might happen
under Windows XP that a dialogue box (shown as below) pop out warning you
this software has not passed Windows Logo testing to verify its compatibility
with Windows XP. Please rest assured that our RD department has already
tested and verified these drivers. Just click the “Continue Anyway” button and
go ahead the installation.

Hardware Installation

{ ] ! The software you are instaling for this hardware:
.
HSPSE MicroModem

haz not passed Windows Logo testing to verify itz compatibility
with Windows %P (Tell me why this testing it mportant )

Continuing your i of this zof may impair
o1 destabilize the comect opesation of your system
either immediately or in the future. Microsolt strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

[ Continue Anpway | | STOP Instaliation |




Chapter 1 Introduction

This motherboard has an LGA775 socket for the latest Intel ®Core™ 2 Duo/
Pentium D/Pentium 4/ Celeron D processors with Hyper-Threading Technology
and Front-Side Bus (FSB) speeds up to 1066/800/533 MHz. Hyper-Threading
Technology, designed to take advantage of the multitasking features in Windows
XP, gives you the power to do more things at once.

It integrates the VIA P4M890 Northbridge and VVT8237R Plus Southbridge that
supports the Serial ATA interface for high-performance and mainstream desktop
PCs; the built-in USB 2.0 providing higher bandwidth, implementing Universal
Serial Bus Specification Revision 2.0. It supports AC’ 97 Audio Codec and
provides Ultra DMA 133/100/66 function. It has one PCI Express x16, one CNR
and three 32-bit PCI slots. There is a full set of 1/0 ports including two PS/2
ports for mouse and keyboard, one serial port, one parallel port, one VGA port,
one LAN port (optional), three audio jacks for Line-in, Line-out and Micro-
phone, four back-panel USB 2.0 ports and onboard USB headers providing extra
ports by connecting the Extended USB Module to the motherboard.

It is a Micro ATX motherboard and has power connectors for a micro ATX
power supply.

Key Features
The key features of this motherboard include:

LGA775 Socket
- Supports the latest Intel ®Core'" 2 Duo/Pentium D/Pentium 4/Celeron
D Series processors with Hyper-Threading Technology
- Supports up to 1066/800/533 MHz Front-Side Bus

Hyper-Threading technology enables the operating system into thinking it's
hooked up to two processors, allowing two threads to be run in parallel, both
on separate ‘logical’ processors within the same physical processor.

Chipset

There are VIA P4AM890 Northbridge and VT8237R Plus in the chipsets in
accordance with an innovative and scalable architecture with proven reliability
and performance.

- High P%[Aformance Northbridge with 1066/800/533 MHz FSB for Intel

®Core " 2 Duo/Pentium D/Pentium 4/Celeron D processors

- V-link 533 MB/s high bandwidth North/South Bridge interconnect

- Integrated UniChrome Pro 3D/2D Graphics & Video Controller

- Advanced 64-bit DDR2 533 SDRAM controller

1
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Note: P4M890 chipset can only support mixed 2048/1024/512/256/128/
64Mb x8/16 DDR2 SDRAMSs.

- Supports 16-bit 66 MHz Ultra V-Link Host interface with total
bandwidth of 1066 MB/s
- Compliant with PCI 2.2 specification at 33 MHz, supporting up to 6

PCI masters

- Integrated Serial ATA Host Controllers, supporting data transfer rates up
to 1.5 Gb/s

- Integrated Dual channel UltraDMA 133/100/66 Master Mode EIDE
Controller

- USB 2.0 Controller, supporting up to 8 USB 2.0 ports

- Network Controller, supporting enterprise class 100/10 Mb Fast
Ethernet MAC

- Integrated keyboard Controller with PS2 mouse support

Memory Support
- Two 240-pin DIMM sockets for DDR2 SDRAM memory modules

- Support DDR2 533 DDR2 SDRAM with Maximum memory size of 4
GB.

Expansion Slots
- Three 32-bit PCI slots
- One PCI Express x16 slot
- One CNR slot

Onboard IDE channels
- Supports PIO (Programmable Input/Output) and DMA (Direct Memory
Access) modes
- Supports IDE Ultra DMA bus mastering with transfer rates of 133/100/
66 MB/sec

Serial ATA
- Two Serial ATA Connectors
- Transfer rate exceeding best ATA (~1.5 Gb/s) with scalability to higher
rates
- Low pin count for both host and devices

AC’97 Audio Codec
- Compliant with AC’97 v2.3 CODEC
- Supports 6-channel audio CODEC designed for PC multimedia systems
- Provides three analog line-level stereo inputs with 5-bit volume control:
Line-in,CD, AUX
- Meets Microsoft WHQL/WLP 2.0 audio requirements
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Onboard I/O Ports
- Two PS/2 ports for mouse and keyboard
- One serial port
- One parallel port
- One VGA port
- One LAN port (optional)
- Four back-panel USB2.0 ports
- Audio jacks for microphone, line-in and line-out

Fast Ethernet LAN (optional)
- Single Chip 100Base-TX / 10Base-T Physical Layer Solution
- Dual Speed — 100/10 Mbps
- Halfand Full Duplex
- MiIl Interface to Ethernet Controller
- MIl Interface to Configuration & Status
- Auto Negotiation: 10/ 100, Full / Half Duplex
- Meet All Applicable IEEE 802.3, 10Base-T and 100Base-Tx Standards.
- On Chip Wave Shaping — No External Filters Required.

USB 2.0
- Compliant with Universal Serial Bus Specification Revision 2.0
- The independent OHCI USB 1.1 Host Controllers and OneEHCI USB
2.0 Host Controller,support up to eight ports.
- Supports wake-up from S1-S3
- Legacy Keyboard/Mouse support

BIOS Firmware

This motherboard uses AMI BIOS that enables users to configure many system
features including the following:

- Power management

- Wake-up alarms

- CPU parameters and memory timing

- CPU and memory timing

The firmware can also be used to set parameters for different processor clock
speeds.

Dimensions
- Micro ATX form factor of 244 x 210mm

Note: Hardware specifications and software items are subject to change
without notification.
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Package Contents

Your motherboard package ships with the following items:
C The motherboard
C The User’s Guide
C One diskette drive ribbon cable (optional)
C One IDE drive ribbon cable
C The Software support CD

Optional Accessories

You can purchase the following optional accessories for this motherboard.
C The Extended USB module
C The CNR v.90 56 K Fax/Modem card
C The Serial ATA cable
C The Serial ATA power cable

Note: You can purchase your own optional accessories from the third party,
but please contact your local vendor on any issues of the specification
and compatibility.





